400HL

LOW-FLOW / HIGH-FLOW
ATTACHMENT

Introducing the next generation Gyro-Trac
Advanced Cutter-Head Technology. You can now
use the same Cutter-Head on both High Flow
AND Low Flow skid steers and compact track
loaders from 60 H.P. to 140HP! It is specifically
designed to work with hydraulic flows from 17 to
50gpm, Gyro-Trac’'s Toma-Ax Low-Flow/High-
Flow Cutter-Head is built for performance and
adaptability.

Did you ever think you could use a standard skid
steer, or compact track loader, and an attachment
to...
cut a 12-inch tree AND completely mulch it
into fine chips — in just a few minutes?
grind dozens of stumps to the ground — in
less than half a day?
perform rapid, high-quality, low-cost right-of-
way maintenance?
cut miles of survey lines or fence lines for less
than any other method?
clear a couple of acres of land in no time?
or outperform your competitors HIGH-FLOW
cutterhead?

Gyro-Trac brings its all new Low Flow AND High
Flow compact track loader and skid steer to the
market with the fixed-tooth planar-head Toma-Ax
Low-Flow/High-Flow Cutter-Head.
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DIMENSIONS*
Cutting Width 517 130 cm
Overall Width  58” 147 cm
Overall Height  38” 97 cm
Overall Depth 317 79 cm
Weight 1200 Ibs. | 544 kg
No. of Teeth 20
Recommended RPM | 2350-4000 RPM**
Tractor HP 60-140 HP
Maximum Flow 50 gpm
Minimum Flow 17 gpm

FORUSE ONLY WITH SKID STEERS OR COMPACT TRACK
LOADERS EQUIPPED WITH ENCLOSED CABS. Certain
applications mayrequire SAE-certified ROPS/FOPS skid steers.

LOW-FLOW CASE DRAIN RETURN
PRESSURE LIMITS

Maximum (continuous) |29 psi

Intermittent (cold start) |87 psi ‘

HIGH-FLOW CASE DRAIN RETURN

PRESSURE LIMITS
Maximum (continuous) 43 psi

Intermittent (cold start) | 73 psi

STANDARD FEATURES

- Patented fixed-tooth Planar, “knife-like”
teeth
Easily mounts on any compact track loader
or skid steer
Exclusive patented spiral-tooth design with
a controlled bite that increases productivity
with less HP, fuel and weight
Variable displacement hydraulic work
head power supply
Individually-mounted teeth replace in just
minutes
Productive in both High-Flow and Low-
Flow configurations

BENEFITS

This revolutionary mulching attachment
will clear more small trees and scrub in
less time and with far less work than
other competing products in its class.
It “quick” attaches to any compact track
loader or skid steer easily; no hydraulic
adjustments are needed just “ATTACH
& GO

* All specifications are preliminary and are subject to change without notice.
** Depending upon horsepower and flow




